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STATUTORY INSPECTION REPORT

PRESSURE VESSEL - VERTICAL RECEIVER

Owner's Plant No:

Vessel Serial No:

Manufacturer:

Manufacture Date:

Description:

Inspection Date:

Owner:

Site:

Location:

Site Contact:

Job No:HE-BP-02

E64523

Manchester Tank AUS

Sand Blast Pot

Hughes Engineering

Kalgoorlie Yard

Outside Sand Blast Shed

Nic Hughes

01/05/2020

26/08/2020 7924

Design Reg No: V1600419 Individual Reg No: TBA

I have inspected this Pressure Vessel in accordance with Regulation 6.40(1) and Regulation 6.26(1) of the Mines Safety and
Inspection Regulations 1995, Regulation 4.28 and Regulation 4.43(1) of the Occupational Safety & Health Regulations 1996
and sections of AS/NZS 3788:2006 and assessed that it is suitable for continued operation. The following Non-Compliance(s)
need to be rectified:-

Design Pressure (P):

Design Temp:

Volume (V): Contents:

Hazard Level:

1.034 MPa

65 °C

174 L Sand / Air

C

Inspector's Name:

Report QA Checked By:

Next External Inspection due:

Next Statutory Inspection due on or before:

Inspector's Signature:

Report QA Signature:

Taf Ncube

Andrew Reilly

(AS/NZS 3788:2006, Table 4.1)

(AS/NZS 3788:2006, Table 4.1)

26/08/2021

26/08/2023 (MSIR 1995 - Regulation 6.40, Schedule 3)

Next Internal Inspection due: 26/08/2024

Non-Compliance(s):

Recommendation(s):

Inspection Note(s):

Nil.

1. Prominently mark the Owners Identification Number.

2. Individual Plant Registration documentation signed at the time of inspection.
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EXTERNAL INSPECTION C DNC NA/NI DOCUMENTATION C DNC NA/NI

Mechanical Damage

Protective Coating

Vessel Supports

Welded Seams & HAZ

✓

EXTERNAL INSPECTION

Manufacturer's Data Report

Hydrostatic Test Certificate

Registration Documentation

✓

✓

✓

✓

✓

✓

PRV Test Certificate ✓

Inspection Opening & Door ✓ PRESSURE GAUGE ✓

Branches & Nozzles ✓ Pressure Gauge Range 0 - 1100 kPa

Connected Pipe Work ✓ RELIEF VALVE ✓

Drain System: Manual/Automatic ✓ Relief Valve Setting 1034 kPa

INTERNAL INSPECTION C DNC NA/NI Relief Valve Size 3/4"

Top / End ✓ Relief Valve Manufacturer Seetru

Shell ✓ Relief Valve Type / Model SA818100913

Bottom / End ✓ Relief Valve Serial No. RH2332001

Welded Seams & HAZ ✓ Relief Valve Flow Rate TBA

Protective Coating ✓ Relief Valve Test Date 21/08/2020
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EXTERNAL INSPECTION

EXTERNAL INSPECTION
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EXTERNAL INSPECTION

EXTERNAL INSPECTION
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